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Abstract: The abstract is an essential part of the paper. Use short, direct, complete and concise sentences, but try not to make simple repetition of the title.....of the work described. It is suggested that the abstract do not use first person, mathematical expressions and acronyms without a full name.｛英文摘要内容可以与中文摘要不完全对应，用词准确，时态和谐统一｝
Key words: key word 1;  key word 2;  key word 3;  key word 4｛中英文关键词须完全对应，首字母小写｝
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1 模  型 {标题仅为举例给出，作者请按实际情况书写}
XXXXXXX
1.1 理论模型




若记xx函数为,伸缩和平移因子分别为和,则信号的小波变换定义为

                                (1) 
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式中：是小波函数伸缩和平移后得到的函数；为小波变换系数。
{全文包括图表中：单位用正体；物理变量符号用斜体；非物理量符号用正体；圆周率、虚数j或i，指数e用正体；矢量、矩阵符号用粗斜体；数字与单位之间要加空格。公式、图表和参考文献不要采用文件链接。公式和图表中出现的所有变量均要在其第一次出现时交代其含义}

2 实  验
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Fig.1 Diffraction efficiency map of a BSG pre-polishing and post-polishing at 532 nm 
图1 抛光前后光束取样光栅衍射效率分布图
{英文图题在前，中文图题在后，中英文图题的意思要一致，图题列求简练，多个图要用（a）,（b）英文小图题区别}

[image: 20120900T7]
Fig.2 Relationship between breakdown voltage and pulse width under positive and negative polarity pulse
[bookmark: _Ref328681653]图2 正负极性脉冲作用下击穿电压随脉冲宽度的变化关系
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Fig. 3 Dispersion characteristics
图3 色散特性
分析计算得到结果如表1所示。｛表格要使用所示的三线表，注意单位的写法。表题先中文后英文，表内文字均用英文表达｝｛第一行为项目栏，采用“物理量/单位”形式｝
表 1  实验结果
Table 1  Results of experiments
	No.
	temperature/(°)
	E/(kV·m-1)
	error/%

	1
2
3
	0.15
0.20
0.25
	100
200
300
	20
30
40

	4
	0.30
	400
	50



3 结  论
本文中，我们采用FCN方法数值模拟了包含高阶克尔效……分析了在……{在研究结果与讨论的基础上总结出本研究得到的重要论点，建议可包括以下内容：（1）解释结果；（2）将结果与之前提出的研究目的或假设相联系，阐明结果的重要性；（3）将结果与其他已有研究工作进行比较；（4）尽可能得出一个很清晰的结论.对每一个结论需要总结证据。同时也可以指出本工作的不足和将要开展工作的展望。请注意不能简单重复摘要和引言。}
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